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Cat. No. xx-xxx 

OWNER’S MANUAL 


Please read before using this equipment. 




Product Name 




Product Type ^ 
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INTRODUCTION 


Your Radio Shack DLS-380 Automatic Fax 
Switch lets you use your telephone, an an- 
swering machine, and a fax machine/fax 
modem all on the same telephone line, 
eliminating the need and extra expense of 
two phone lines. When a call comes in, you 
can either answer it yourself, let your an- 
swering machine answer it, or let the DLS- 
380 answer it. If the DLS-380 hears tones 
from a fax machine/fax modem, it directs 
the call to your fax machine/fax modem. If 
the call is a regular voice call, you can carry 
on a normal conversation, or let the an- 
swering machine record the caller’s mes- 
sage as usual. 


© 1997 Tandy Corporation. 

All Rights Reserved. 
RadloShack Is a trademark 
used by Tandy Corporation. 
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Your DLS-380 is easy to install. It connects 
to an existing telephone jack and requires 
no special wiring. The DLS-380 works with 
most single and multi-line non-KSU (key 
system unit) telephones. The DLS-380 is 
also compatible with most telephone an- 
swering machines, fax machines, and fax/ 
data modems. 




This fax/data switch has been tested and 
I found to comply with applicable ETL and 
FCC standards. 


Warning: To prevent fire or shock hazard, 
do not expose this product to rain or mois- 
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This symbol is intended to alert you 
to the presence of uninsulated dan- 
gerous voltage within the product’s 
enclosure that might be of sufficient 
magnitude to constitute a risk of 
electric shock. Do not open the 
product’s case. 



This symbol is intended to inform 
you that important operating and 
maintenance instructions are includ- 
ed in the literature accompanying 
this product. 
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READ THIS BEFORE 



INSTALLING 



Each device that you connect to the phone 
line draws power from the phone line. We 
refer to this power draw as the device’s 
ringer equivalence number, or REN. 

If you are using more than one device on 
the line, add up all the RENs. If the total is 
more than five, your phone might not ring 
and your answering machine might not an- 
swer. In rural areas, a total REN of three 
might impair ringer operation. If ringer oper- 
ation is impaired, remove a device from the 
line. 


I 



Your DLS-380 complies with Part 68 and 
Part 15 of FCC Rules. You must, upon re- 
quest, provide the FCC registration number 
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and the REN to your phone company. Both 
numbers are shown on the bottom of your 
I DLS-380. 

I You must not connect your DLS-380 to: 

• Coin-operated systems 

• Party-line systems 

• Most electronic key phone systems 

I The DLS-380 is not compatible with: 

• Call forwarding services 

• Call waiting services 

• Fax machines or modems that have a 
REN greater than 2.0B. 
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INSTALLATION 


Caution: Be sure to perform the proce- 
dures in this section in this order, otherwise 
the DLS-380 might not operate as expect- 
ed: 

1. Connect to the phone line 

2. Connect your TAD and fax machine or 
fax modem. 

3. Connect the DLS-380 to AC power 

Note: If the DLS-380’s operation becomes 
erratic, disconnect it from AC power, un- 
plug all modular connections, then follow all 
installation procedures in the order they ap- 
pear. 
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MAKING THE 
CONNECTIONS 

Follow these steps to connect the DLS-380 
to the phone line and your answering ma- 
chine (TAD), fax machine, and/or fax mo- 
dem. 

1 . Plug one end of the DLS-380’s modu- 
lar cord into its LINE jack, and plug the 
other end into your modular telephone 
line jack. 
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Notes: 

• If your telephone line does not have 
a modular jack, you must update 
the wiring. You can convert the wir- 
ing yourself, using jacks and adapt- 
ers available at your local Radio 
Shack store, or you can have the 
telephone company update the wir- 
ing for you. The telephone com- 
pany will charge you for the 
installation of the necessary jacks. 
The USOC number of the jack to be 
installed Is RJ11C (or RJ11W for a 
wall plate jack). 

• If you have two phone lines and 
you want to connect the DLS-380 
to the second line, you must install 
a triplex modular adapter, such as 
Radio Shack Cat. No. 279-402, and 
connect the DLS-380 to L2. Follow 
the Installation Instructions pro- 
vided with the adapter. 
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2. To connect a fax machine, fax 

modem, or fax/data modem, plug its 
modular plug into the DLS-380’s FAX 
jack. 


Notes: 

• To ensure optimum compatibility 
with the DLS-380 and avoid discon- 
nected fax calls due to lengthy con- 
nection time: 

— Set the connected fax ma- 
chine/fax modem’s ring num- 
ber feature to its minimum 
setting (typically 1 ring or a 
maximum of 2 rings). 
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— If the connected fax machine/ 
fax modem has a delayed ring 
(or answer) feature, turn it off 
or set it to the minimum delay 
setting. 

3. To connect a TAD to the DLS-380, 
plug the TAD’S modular plug into the 
DLS-380’s TAD jack. Also, see “Pre- 
paring a TAD for Use with the DLS- 
380’’ on Page x. 




Notes: 

• If you connect a TAD to the DLS- 
380, you can connect your tele- 
phone to the phone jack on the 
TAD. 
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If you do not connect a TAD to the 
DLS-380’s TAD jack, you can con- 
nect your telephone’s modular plug 
directly to this jack. 

If you Installed a triplex adapter, 
plug your TAD's or telephone's 
modular cord into the adapter’s LI/ 
L2 jack. 






I INITIALIZING THE DLS-380/ 
CONNECTING TO POWER 

Follow these steps to connect the DLS-380 
to AC power. 

Caution: Make sure all of the DLS-380’s 
modular jacks are plugged in before you 
I connect it to power. 


1. Plug the supplied adapter’s barrel 
I plug into the DLS-380’s DC 12V jack. 
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2. Plug the adapter’s other end into a 
standard 120-volt AC power outlet. 
The POWER/ IN USE indicator will light 
continuously. When the phone line is 
in use, the POWER/ IN USE indicator 
will flash slowly. 

Caution: You must use a Class II, 
120V AC/12V DC adapter that deliv- 
ers at least 400 milliamps. Its center 
tip must be set to negative and its plug 
must correctly fit the DLS-380's DC 
12V jack. The supplied adapter meets 
these requirements. Using an adapter 
that does not meet 
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Preparing a TAD for 
Use with the DLS-380 


Setting the TAD’s Ring Number 

The DLS-380 is preset to direct a call to the 
FAX jack after four rings. When you use a 
TAD with the DLS-380, be sure the TAD is 
set to answer within two rings. If it is not, ei- 
ther change the ring number on the TAD to 
2, or change the ring number on the DLS- 
380 to at least one number higher than the 
TAD'S ring number (see “Special Features’’ 
on Page x). 

Note: If your TAD has a toll saver feature, 
it should be disabled if possible as your 
DLS-380 has automatic toll saver feature. 
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Changing the Outgoing Mes- 
sage 

Some fax machines/fax modems do not 
sound the tones required to make the DLS- 
380 automatically switch the call and start 
your fax machine/fax modem (see ‘‘Manu- 
ally Switching Fax Calls” on Page x). If you 
connected a TAD to the DLS-380, we rec- 
ommend you change the TAD’s outgoing 
message to include instructions for callers 
with that type of fax machine/fax modem, or 
for those callers who might want to both 
leave a voice message and send a fax dur- 
ing the call. 

For example: 

“Hello. You have reached 555-4567. 
Please leave your name and phone num- 





ber at the tone, and we will return your call. 
If you want to send us a fax and you have a 
touch-tone phone, press #1 on your tele- 
phone to activate our fax machine, then 
press START on your fax machine. Thanks 
for calling. ” 



Note: If your TAD's message interferes 
with the DLS-380’s operation (for example, 
calls are not routed properly, the TAD 
records calls intended for the fax machine/ 
fax modem, etc.), re-record the message 
and speak more softly. 
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OPTIONAL VOICE DATA 
GUARD 

If an extension telephone on the same line 

I as the DLS-380 is in use, the DLS-380 
does not let your fax machine/fax modem 
access the telephone line or interrupt the 
call in progress. 

However, to prevent an extension tele- 
I phone (one not plugged Into the DLS-380) 
from interrupting a fax transmission that is 

I in progress on the same line as the DLS- 
380, you must plug that extension phone 
into an optional voice data guard, such as 
Radio Shack Cat. No. 43-1 07. 

You can use a voice data guard for these 
situations: 


21 
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• When you use cordless telephones, 
extension telephones, speed dialers, 
computer modems, or other telephone 
devices on the same telephone line as 
your fax machine/fax modem. 

• When your answering machine is too 
far away to easily connect to the DLS- 
380’s TAD jack. 

To install a voice data guard, follow Its sup- 
plied instructions. 

Note: You do not need to use a voice data 
guard with the DLS-380 if your TAD auto- 
matically stops the outgoing message 
when you pick up an extension phone on 
the same line as the TAD, and you connect- 
ed the TAD to the DLS-380’s TAD jack. 
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OPERATION 


An incoming call on the phone line connect- 
I ed to the DLS-380 can be answered in any 
of the following ways: 

• If you connected an answering 
I machine (TAD) to the DLS-380, you 

can iet the TAD answer the call (see 

I “Using a TAD with the DLS-380” on 

Page x). 

• You can answer the call in person 

by picking up any phone on the same 
line as the DLS-380 (see “Answering 
Calls in Person” on Page x). 

• You can let the DLS-380 automati- 
cally answer the call (see “Letting 
the DLS-380 Answer Calls” on Page 

X). 
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Regardless of how a call Is answered, If the 
call is from a fax machine or fax modem, 
the DLS-380 automatically directs the call 
to the proper device. After the call ends, the 
DLS-380 automatically resets to answer 
the next call. 

Notes: 

• If you have two phone lines and sub- 
scribe to a call roll-over feature from 
your telephone company, a fax call 
might roll over to the other line (the 
line not connected to the DLS-380) 
when your fax line is busy. If this hap- 
pens, the DLS-380 cannot direct that 
call to your fax machine/ fax modem. 

• If a caller’s fax machine does not 
sound fax alert (CNG) tenes (tones 
that indicate the incoming call is a fax 
call), the DLS-380 cannot automati- 
cally switch the call to your fax 
machine/fax modem, but you can 
switch it manually (see "Manually 
Switching Fax Calls” on Page x). 
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USING A TAD WITH THE 
DLS-380 

If you connected a TAD to the DLS-380, 
you can let the TAD answer calls. 

The DLS-380 answers all calls after four 
rings and provides the voice message 
‘Thank you for calling. If you like to talk to 
us, please hold on and your call will be an- 
swer shortly. If you would like to send a fax, 
please press #1 on your touch tone phone, 
then Press START on your fax machine.” 

If the DLS-380 detects fax alert tones, it 

automatically disconnects the TAD and di- 
rects the call to your fax machIne/fax mo- 
I dem. 
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If the call is a voice call, the DLS-380 
routes the call to your TAD to record the 
caller’s message as usual. 

Notes: 

• If no fax alert or touch-tones are 
detected and the caller Is silent, the 
TAD records the silence and/or hangs 
up. 

Toll saver 

After the first TAD call, the DLS-380 toll 
saver feature automatically activates. 
When you call in to check TAD message 
and have calls, the system answers In two 
rings. 

Note: The toll saver feature is reset to 4 
rings whenever any extension telephone 
connected to the same line(except the tele- 
phone built into your fax machine) is used 
more than 10 seconds. 
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ANSWERING CALLS IN 
PERSON 

You can answer a call In person by simply 
picking up any phone on the line (including 
one connected to the PHONE jack on your 
TAD) before the TAD or DLS-380 answers 
the call after four rings. 

Note: Because the DLS-380 autematically 
disables your fax machine when a call is re- 
ceived, you cannot use its built-in tele- 
phone (if any) to answer a call In person. 

If you answer a call and the call is a 
voice call, talk as usual. 

If you answer the call and hear fax alert 
tones, listen for one complete fax CNG sig- 
nal, then hang up the phone. The DLS-380 
automatically directs the call to your fax 
machine/fax modem. 




43-1248. fm Page 28 Wednesday, August 18, 1999 


10:25 


LETTING THE DLS-380 
ANSWER CALLS 

If you did not connect a TAD, or if you 
turned off the connected TAD or the DLS- 
380’s TAD jack, and you do not answer the 
call In person, the DLS-380 automatically 
answers the call after four rings and pro- 
vides the voice message “Thank you for 
calling. If you like to talk to us, please hold 
on and your call will be answer shortly. If 
you would like to send a fax, please press 
#1 on your touch tone phone, then Press 
START on your fax machine.” 

Note: The DLS-380 Is preset to answer In- 
coming calls after four rings. You cannot 
change the number of rings. 
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If the DLS-380 detects fax alert tones or 
manual fax switching touch-tones, it au- 
tomatically directs the call to your fax ma- 
chine or fax modem. 

If the DLS-380 detects a preset se- 
quence of touch-tone commands, it ei- 
ther switches the call directly to your fax 
machine/fax modem, or is set to accept fur- 
ther commands (see "Manually Switching 
Fax Calls” on Page x.) 

If the DLS-380 detects a voice call, it an- 
nounces "No one is available to answer 
your call right now. Please call again, thank 
you” after six rings and then hang up. 




MANUALLY SWITCHING 
FAX CALLS 

Using either a touch-tone or rotary (pulse) 
phone, you can manually set the DLS-380 
to accept a transmission from a fax ma- 
chine that does not sound a normal fax alert 
tone. 

Note: The following procedures apply only 
to incoming faxes. 


Using a Touch-Tone Phone 

During your conversation or when the an- 
swering machine answers a call, either you 
or the caller must press 1, #, then 1 en a 
touch-tone key pad to activate yeur fax ma- 
chine/fax modem. After the code is en- 
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tered, the sender of the fax must press his/ 
her fax machine’s SEND button, then both 
parties must hang up their handsets. 

Notes: 

• If either party presses a wrong key, 
wait about 10 seconds before trying 
again. 

• You can use your phone’s * and # 
keys for other functions, such as com- 
puter banking, but the DLS-380 acti- 
vates your fax machine/fax modem 
only when you press 1 , #, and 1 in that 
order. 






Using a Rotary (Pulse) Phone 


If you are using a rotary (pulse) phone, you 
can activate your fax machIne/fax modem 
during an incoming call using a phone on 
I the same line as the DLS-380. Dial 3 on the 
extension telephone to direct the Incoming 
call to your fax machine/fax modem. 

Note: You can only direct the call using an 
extension phone on the same line. A caller 
cannot activate your fax machIne/fax mo- 
dem by dialing 3 on his/her phone. 
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QUESTIONS AND 
ANSWERS 


Here are some common questions and an- 
swers about how your DLS-380 operates. 

What is line sharing? 

Line sharing lets you use one telephone 
line for more than one purpose. For exam- 
ple, you can use one telephone line for reg- 
ular calls, fax or modem transmissions, or 
calls to your answering machine. Line shar- 
ing eliminates the need for additional 
phone lines. 

How does my DLS-380 know its a fax 
call? 

The fax machine must wait for you, the 
TAD, er the DLS-380 to answer the phone 
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before it knows whether or not the call Is a 
fax. When a fax machine calls, It repeatedly 
sounds a V 2 -second tone followed by a 3- 
second pause on the phone line (fax alert 
tone) until another fax machine responds. 
The DLS-380 listens for these tones. 

Can I share my residential line with my 
fax machine? 

Yes. You can install the DLS-380 at any 
available modular telephone jack on the 
telephone line. To prevent calls on other 
extensions in your home (or office) from in- 
terrupting your fax transmissions, we rec- 
ommend you install a voice data guard 
(available at you local Radio Shack store) 
at each extension that shares the line with 
your fax machine. 

Can I use the DLS-380 on a two-line sys- 
tem? 

Yes. The DLS-380 will work on a 2-line sys- 
tem, if it is connected to one of those lines. 
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Can I still send faxes like I did before I in- 
stalled the switch? 

Yes. Installing the switch does not affect 
outgoing fax operation. 


Is there any special information I need 
to know about receiving faxes from a fax 
machine that uses auto-dial? 

Yes. Auto-dialing fax machines must con- 
nect with the receiving fax machine usually 


within about 35 seconds. Otherwise, the 


transmission ends. This means the com- 


bined number of rings between the TAD (or 
DLS-380) and your fax machine/fax mo- 
dem should not exceed five rings. For safe- 
ty’s sake, always set your fax machine/fax 
modem to its lowest ring delay and/or ring 
number setting. Also, if you frequently re- 
ceive fax calls from overseas, you must al- 
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low extra time for the call to connect (which 
means using an even lower number cf 
combined rings). 

Does the DLS-380 work with an answer- 
ing machine that has a toll-saver fea- 
ture? 

Yes, but auto-dialing fax machines must 
connect with the receiving fax machine 
usually within about 35 seconds. Other- 
wise, the transmission ends. This means 
that if the toll-saver feature requires four 
rings, you must set the fax machine to re- 
spond in one ring. 
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Does the DLS-380 work with the call-for- 
warding feature from my phone compa- 
ny? 

No. If you have forwarded your phone to 
another number, incoming fax calls never 
reach your DLS-380 because the calls are 
switched at the telephone company’s cen- 
tral office. 

Does the DLS-380 work with the call- 
waiting feature from my phone compa- 
ny? 

Yes, but the call-waiting signal might distort 
an incoming or outgoing fax or data trans- 
mission. Some telephone systems let you 
temporarily turn off the call-waiting feature 
by dialing a special code. You might want to 
do that if you send or expect to receive an 
important fax call. Ask your telephone com- 
pany if it offers this feature. 
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CARE AND 
MAINTENANCE 


Your Radio Shack DLS-380 Automatic Fax 
Switch is an example of superior design 
and craftsmanship. The following sugges- 
tions will help you care for the DLS-380 so 
you can enjoy it for years. 

• Keep the DLS-380 dry. If it gets wet, 
unplug the AC adapter and wipe it dry 
immediately. Liquids can contain min- 
erals that corrode electronic circuits. 

• Use and store the DLS-380 only in 
normal temperature environments. 
Temperature extremes can shorten 
the life of electronic devices and dis- 
tort or melt plastic parts. 
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• Handle the DLS-380 gently and care- 
fully. Dropping it can damage circuit 
boards or plastic cases, causing the 
DLS-380 to work improperly. 

• Keep the DLS-380 away from dust 
and dirt, which can cause premature 
product failure. 

• Wipe the DLS-380 with a damp cloth 
occasionally to keep it looking new. 
Do not use harsh chemicals, cleaning 
solvents, or strong detergents to clean 
your DLS-380. 

• Users can report the need for service 
to TT Systems Corporation. They 
make necessary arrangements for 
repair or replacement. 


Modifying or tampering with the DLS-380’s 
internal components can cause a malfunc- 
tion and invalidate its warranty and void 
your FCC authorization to use it. If your 
DLS-380 is not performing as it should, 
take it to your local Radio Shack store 
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for assistance. If the trouble is harming the 
telephone lines, the telephone company 
might ask you to disconnect your DLS-380 
until you have resolved the problem. 


IF YOU HAVE PROBLEMS 

If your DLS-380 does not work or works 
poorly, check the connection to the tele- 
phone line. If the reception is noisy when 
you make a call, hang up the phone’s hand- 
set. Then pick up the handset and redial the 
number. 

If a power failure occurs while your fax ma- 
chine/fax modem Is operating, the DLS-380 
might not reset properly when power is re- 
stored. If this happens, follow these steps 
to reset the fax switch. 
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1. Disconnect the adapter from the AC 
outlet. 

2. Wait about 10 seconds, then recon- 
nect the adapter to the AC outlet. 

Note: If the DLS-380 still does not work 
properly, discennect it from AC power, un- 
plug all modular connections, then follow all 
installation procedures in order (see “Instal- 
lation” on Page x). 

If the DLS-380 does not transfer calls to 
your fax machine/fax modem, the phene 
line voltage might be too low. Normal 
phone line veltage is 48 volts DC. The DLS- 
380 operates with veltage down to about 43 
volts DC. If the phene line’s voltage 
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is below 43 volts DC, your DLS-380 might 
not operate properly. Check with your 
phone company if you think you have this 
problem. 


THE FCC WANTS YOU TO 
KNOW 

In the unlikely event that your DLS-380 
causes problems on the phone line, the 
phone company can disconnect your ser- 
vice. The phone company attempts to noti- 
fy you in advance. If advance notice is not 
practical, the phone company notifies you 
of your right to file a complaint with the 
FCC. 
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Also, the phone company can make chang- 
es to its lines, equipment, operations, or 
procedures that could affect the operation 
I of your DLS-380. The phone company no- 
tifies you of these changes in advance, so 
you can take steps to prevent interruption 
of your phone service. 
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ADD ONE YEAR WARRANTY 


